
 

TECHNICAL INFORMATION - TYPICAL ANALYSIS 
 
  
 PRODUCT CANTESCO® QUICK PROTECT ANTI-SPATTER 
 
 APPLICATION CANTESCO® QUICK PROTECT ANTI-SPATTER is a fast-drying protective coating 

based on natural plant-based oils dissolved in a liquified gas blend that evaporates 
immediately upon spray-out. The coating is heat resistant for high temperature 
applications. Material provides a uniform coating that prevents spatter build up on MIG 
nozzles, tips, fixtures and materials during welding applications. The coating is non-
toxic, non-irritating, and readily biodegradable.   

 
 COMPOSITION CANTESCO® QUICK PROTECT ANTI-SPATTER is a plant-oil based formulation 

dissolved in a liquified gas propellant. Does not contain any silicone materials or 
chlorinated solvents. 

 
 
 
 
 
 
 
 
 
 
  
 
 
  
 PACKAGING  Ready to use format available in convenient aerosol cans. 
 
 
 
  
  
  
 
  
 SHELF LIFE Shelf life for this product is currently three years from date of manufacture. Lot number 

is in human readable form (YYYYMM####), with the last four digits being the batch 
number within a given month. 

 
 SDS An SDS is available for this product upon request. To receive a copy e-mail us at 

msds@cantesco.com and request an SDS for QP-16-A. 
 
 Q&A For a complete product listing request a copy of our WELDING PRODUCTS CATALOG. 

For further information visit us at www.cantesco.com.  
 
 CERTIFICATIONS Kemper System is an ISO 9001:2015 and ISO 14001:2015 registered company. 
 
 
 
 

 
 
 
 
 
 
 
 
PLEASE NOTE: Product use and conditions of use are beyond the control of KEMPER SYSTEM AMERICA, INC. Warranty of 
materials is limited to test results of product performance as detailed in certificates of compliance. Interpretations of test results 
are the responsibility of the end-user. No other warranties, expressed or implied, are made. For further details on our terms 
and conditions request a copy of our form QSF 319 New Account Package. 
 
KEMPER SYSTEM AMERICA, INC.  •   WELDING PRODUCTS DIVISION   •   WWW.CANTESCO.COM 

TEST METHOD SPEC RESULTS 

Appearance N/A Clear yellow PASS 

Color Gardner White to Medium Amber PASS 

Odor N/A Odorless PASS 

Density (liquid) ASTM D-1475 0.85 - 0.95 g/cc PASS 

% Volatiles Calculated 91-94 % PASS 

Viscosity Brookfield Sp.61, 
30 RPM) 75 - 125 mm2/sec PASS 

ITEM BAR CODE SIZE QUANTITY PER BOX 

QP-16-A 699913-14190 16 oz aerosol can 12 cans per box 
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